
INSTALLATION INSTRUCTION
• Switch off the power before starting the installation
• Drill the holes in the wall
• Fix the bracket onto the wall
• Connect supply leads with terminal brown (L) to brown, blue (N) to blue and greenish-yellow (   ) to 
greenish-yellow
• Fix the lamp body on the plate and tighten the screws
• Open the lamp and install the bulb in the lamp
• Tighten the nuts to fix down the lamp
• Switch on the power if above steps done properly 
without any mistakes

WALL LAMP
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WARRANTY*

Caution, risk of electric shock.
This marking indicates that this 
product should not be disposed 
of with other household wastes.

TECHNICAL DATA

MODEL VT-730

MAX WATTS 40W

IP RATING IP44

HOLDER E27 

BODY TYPE ALUMINIUM + GLASS

INPUT POWER AC:220-240V, 50Hz 

DIMENSION 238*200mm

INTRODUCTION
Thank you for selecting and buying V-TAC product. V-TAC will serve you the best. Please read these instructions 
carefully before starting the installation and keep this manual handy for future reference. If you have any 
another query, please contact our dealer or local vendor from whom you have purchased the product. They are 
trained and ready to serve you at the best.

! WARNING
• Turn off the power before starting the installation,
• Proper grounding should be ensured throughout the installation.
• User should prepare the necessary accessories and spare parts (not provided).
• Installation must be performed by a certified electrician only.
• Please do not exceed the rated voltage and wattage.

PRODUCT OVERVIEW 
Low maintenance, easy to install, low electricity, power saving, long life span.

APPLICATION
The Wall lamp can be used in gardens, outdoor residential areas, walkways, passages, entrance and similar 
environment, etc.

INSTALLATION DIAGRAM:

NOTES
• Lighting installation should not be covered. Leave some space around the �xture for 
ventilation.
• Risk of �re; supply conductors (power wires) connecting �xture must be rated minimum 90°C. 
If uncertain, consult electrician
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تعلیمات التثبیت
لمبة الحائط

 V-TAC.سیقدم لك منتج .V-TAC  أفضل أداء. یرجى قراءة ھذه التعلیمات بعنایة قبل البدء في التثبیت والاحتفاظ بھذا الدلیل شكرًا لاختیارك وشرائك منتج
مقدمة

 في متناول الید للرجوع إلیھ في المستقبل. إذا كان لدیك أي استفسار آخر، یرجى الاتصال بوكیلنا أو البائع المحلي الذي اشتریت منھ المنتج؛ فھم مدربون ومستعدون 

.لخدمتك على أفضل وجھ

یرجى فصل الطاقة قبل بدء التثبیت
.یجب ضمان التأریض السلیم طوال فترة التثبیت

 یجب على المستخدم تجھیز الملحقات وقطع الغیار الضروریة
یجب أن یتم التركیب بواسطة كھربائي مؤھل

من فضلك لا تتجاوز الجھد والقوة الكھربائیة المقدرة

یجب عدم تغطیة تركیب الإضاءة. اترك بعض المساحة حول التركیب للتھویة 
 خطر الحریق؛ یجب تصنیف موصلات الإمداد (أسلاك الطاقة) التي تربط تركیبات التوصیل بـ 90 درجة مئویة على الأقل. إذا كان غیر مؤكد ، استشر

كھربائي

 تعلیمات التركیب
قبل بدء التثبیت، قم بإیقاف تشغیل مصدر الطاقة

قم بثقب  فتحة  في الجدار
قم بتثبیت وحدة التحكم على الجدار

قم بوصل أسلاك الطاقة إلى موصل الطرف – بني (   ) مع بالبني ، والأزرق (   ) مع الأزرق والاصفر الأخضر (     ) مع والاصفر الأخضر
 قم بتثبیت  جسم المصباح على اللوحة وتشدید البراغي

افتح المصباح ثم قم بتثبیت اللمبة على المصباح
قم بتشدید الصوامیل  لتثبیت المصباح

إذا كنت قد أكملت الخطوات المذكورة أعلاه بشكل صحیح ودون خطأ، قم بتشغیل مصدر الطاقة

خصائص المنتج
.متطلبات صیانة تقنیة  منخفضة، وسھلة التركیب، وانخفاض استھلاك الكھرباء، وتوفیر الطاقة، والمتانة العالیة

 التطبیق
.یمكن استخدام مصباح الجدار في الحدائق ومناطق المعیشة في الخارج ، والمسارات ، والممرات ، والمداخل ، وغیرھا من البیئات المماثلة والخ

!تحذیر

 تشیر ھذه العلامة إلى أنھ لا ینبغي التخلص من ھذا

المنتج مع النفایات المنزلیة الأخرى
.تحذیر من خطر حدوث صدمة كھربائیة
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معدل الحمولة

الطراز

حامل المصباح

ألمنیوم + زجاج

درجة الحمایة

حجم المنتج

مواد

مدخل الطاقة

مخطط التركیب

ملاحظات

 بیانات فنیة
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